SMALL GEAR REDUCER SERIES
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Vertical High Reduction Gear Reducer

B MODEL : SVL
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H5EModel:11,12,13,14 H5EModel: 11
unit: mm

1778 Output Shaft 5=
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REEL

Horse Power | Model Ratio S w T (KG)
SVL-A11 145 1145 170 | 112 | 11 - 47 4 12 | 17 | 350 | 123 | 175 | 22 | 40 7 7 18 12
1/8HP (0.1kW)
SVL-11 174 | 174 1185 | 112 | 11 | 140 | 49 4 12 | 17 | 350 | 123 | 170 | 22 | 40 7 7 18 12
1/4HP (0.2kW) 12 1/200~1/2000 | 217 | 217 | 235 | 118 | 11 | 180 | 57 6 15 | 23 | 375|137 | 200 | 28 | 45 7 7 24 14
1/2HP (0.4kW) 13 250 | 250 | 280 | 109 | 13 | 220 | 65 5 17 | 26 | 425|151 |235| 32 | 55 | 10 8 27 19
1HP (0.75kW) 14 260 | 276 | 310 | 114 | 18 | 230 | 77 5 20 | 28 | 490 | 163 | 265 | 40 | 65 | 10 8 35 48
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NOTE: This multistage gear reducer is designed to rotate at fixed speed. Please refer to the maximum allowable torque of the gear box.
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Vertical High Reduction Double-Axle Gear Reducer

Bl MODEL : SVDL
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HU5%Model:11,12,13,14 , AL HIEModel: 11 AJT7H
| OUTPUT SHAFT = INPUT SHAFT
unit: mm
E7 g LS alele 1 78} Output Shaft
Horse Power Model Ratio
1/8HP (0.1KW) SVDL-A11 145145170 | 11 | - |17 | 4 |12 | 47 (190|237 (167 |22 |40 | 7 7 118111120 | 4 | 4 |85 9
' SVDL-11 174174 |185| 11 |140| 17 | 4 | 12 | 49 (189|237|165|22 |40 | 7 | 7 |18 |11 |20| 4 | 4 |85 9
1/4HP (0.2kW) 12 1/200~1/2000 {217 217 (235| 11 |180| 23 | 6 | 15 | 57 (206(263|194 |28 (45 | 7 | 7 |24 |12 | 25| 4 | 4 |95 10
1/2HP (0.4kW) 13 250(250(280| 13 (220|126 | 5 | 17 | 65 |251|316(224| 32 |55 |10 | 8 |27 |14 30| 5 |5 | 11 13
1HP (0.75kW) 14 260(276|310| 18 |230| 28 | 5 | 20 | 77 |303|380|258|40 |65 |10 | 8 |35 |19 (35| 5 | 5 |16 37
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NOTE: This multistage gear reducer is designed to rotate at fixed speed. Please refer to the maximum allowable torque of the gear box.

& UMING 9



