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SMALL GEAR REDUCER SERIES

unit: m/m fiﬁl g s
Ej] - - - - lodel Crew Spe
Horse Power 10 M8
118 4 95 i M
1/4 ‘ 4 95 12 M10
13 M2
Az 12 5 12 14 M16
Input Shaft .
I 6 165 RBRYT (N) ERBHRIE-
2 7 21 NOTE: This table is the size (N)
3 ‘ 7 26 using screw specifications.
unit: mm
Eidl
el ol A | uB 1 A | B | EA EB | B | BA BB | FA | FB
Horse Power Model
18HP (0.1kW) 10 1/5~1/200(1/240) 44 82 147 55 93 44 e 131 55 77 28 66
10 1/5~1100(11120~1/240) 44 = 82 | 147 55 = 93 | 44 66 131 85 77 28 66
1/4HP (0.2kW)
11 1/5~1/210(1/260) 50 90 164 62 102 50 72 146 62 84 33 73
1 1/5-1100(11120~1/260) 50 90 164 62 102 50 72 146 62 84 33 73
112HP (0.4kW)
12 1/5-1/200(1/225~1/250) 56 108 188 68 120 56 88 170 69 101 38 920
| 12 1/5-1100(11120~1/250) 56 108 188 68 120 56 88 170 69 101 38 90
1HP (0.75kW)
\ 13 1/5-1/200(1/240~1/260) 70 | 134 234 85 149 70 104 204 85 119 48 112
24P (1.50W) 13 1/5~1100(1/125~1/260) 70 134 234 85 149 70 104 204 85 119 48 112
: 14 1/5-1160(1/180~1/285) 90 168 298 110 188 90 132 262 110 152 58 136
BHP@2AW) | 14 15~11120(1160~1/285) = 90 168 298 110 188 90 132 262 110 152 58 136
unit: mm
57 il ELL
Horse Power Model Ratio (&L (€ G Gl LIS Q Y X L - s N
1/8HP (0.1kW) 10 1/5~1/200(1/240) 28 5 35 64 6 1 12 M 235 124 MG 1
\ 10 1/5~1100(1/120~1/240) 28 = 50 = 35 64 6 1 12 | 1M 235 124 M 1
1/4HP (0.2kW)
\ 11 1/5=1/210(1/260) 33 | 55 | 42 65 7 1 14 M 253 125 M8 11
11 1/5~1100(1/120~1/260) 33 = 55 = 42 65 7 1 14 M 258 125 M8 1
112HP (0.4kW)
1/5~1/200(1/225~1/250) 38 70 44 70 7 1 16 16 284 135 M8 13
| 12 1/5~1100(1/120~1/250) 38 = 70 44 70 7 1 16 | 16 303 135 M8 13
1HP (0.75kW)
\ 13 1/5~1/200(1/240~1/260) 48 82 51 80 6 1 18 17 349 153 M0 15
13 1/5~1100(1/125~1/260) 48 82 51 80 6 1 18 17 384 153 M0 15
2HP (1.5kW)
14 1/5~1160(1/180~1/285) 58 100 71 98 9 1 22 21 43 178 Mi2 18
| 3HP(@2kW) | 14 1/5~1120(1/160~1/285) 58 | 100 71 @8 9 1 | 22 21 452 178 M12 18
®Ah
Horse Power
1/8HP (0.1kW) 10 1/5~1/200(1/240) 25 40 8 28.3 30 14 135 108 5
| 10 1/5~1/100(1/120~1/240) 25 40 8 283 30 14 135 108 5
1/4HP (0.2kW)
\ 11 1/5~1/210(1/260) 30 45 8 333 35 17 135 17 7
11 1/5~1/100(1/120~1/260) 30 45 8 333 35 17 135 17 7
1/2HP (0.4kW)
12 1/5~1/200(1/225~1/250) 35 50 10 383 40 20 175 124 10
1 12 1/5~1/100(1/120~1/250) 35 50 10 383 40 20 175 124 1
| 1HP (0.75kW)
13 1/5~1/200(1/240~1/260) 45 65 14 488 50 26 195 140 19
13 1/5~1/100(1/125~1/260) 45 65 14 4838 50 26 195 140 19
2HP (1.5kW)
14 1/5~11160(1/180~1/285) 55 80 16 59.3 60 32 22 181 37
| 3HP(2kW) | 14 1/5~1120(1/160~1/285) 55 | 80 16 593 | 60 2 22 181 a7
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